
Minimum Maximum

-35°C 120°C

-35°C 120°C

0°C 100°CHN-HE Anodized Aluminum

 Hannam Hi-Tech Acrylic Foam Tape

UL746C Listings- File E233795
Category QOQW2 Component - Polymeric Adhesive Systems, Electrical Equipment

Temperature Rating
Hannam Hi-Tech Tapes/
 Temperature Rating Product Families

Substrates

HN-1075PV

Aluminum

Glass



Minimum Maximum

-35°C 90°C

-35°C 75°C

-35°C 90°C

-35°C 75°C

-35°C 90°C

-35°C 75°C

DF-040GSN DF-040BSN

DF-060GSN DF-060BSN

DF-080GSN DF-080BSN

DF-100GSN DF-100BSN

DF-110GSN DF-110BSN

DF-160GSN DF-160BSN

Stainless Steel, Aluminum, EGI, SPCC

Glass, Painted Glass, Polycarbonate

Polyurethane Paint, Polyester Paint, Painted

Panel, PMMA, HIPS

Stainless Steel, Aluminum, EGI, SPCC

Glass, Painted Glass, Polycarbonate

Polyurethane Paint, Polyester Paint, Painted Panel

ABS, PVC

HRP-040GHN

HRP-060GHN

HRP-080GHN

HRP-110GHN

HRP-160GHN

Stainless Steel, Aluminum, EGI, SPCC

Glass, Painted Glass, Polycarbonate

Polyurethane Paint, Polyester Paint, Painted

Panel, PMMA, HIPS

Stainless Steel, Aluminum, EGI, SPCC

Glass, Painted Glass, Polycarbonate

Polyurethane Paint, Polyester Paint, Painted Panel

ABS, PVC

 Hannam Hi-Tech Acrylic Foam Tape

Temperature Rating Product Families

Hannam Hi-Tech Tapes

Temperature Rating

Product Families

Substrates
Temperature Rating

AF-040GFN AF-040BFN

AF-060GFN AF-060BFN

AF-110GFN AF-110BFN

AF-160GFN AF-160BFN

AF-230GFN AF-230BFN

Stainless Steel, Aluminum, EGI, SPCC

Glass, Painted Glass, Polycarbonate

Polyurethane Paint, Polyester Paint, Painted

Panel, PMMA, HIPS

Stainless Steel, Aluminum, EGI, SPCC

Glass, Painted Glass, Polycarbonate

Polyurethane Paint, Polyester Paint, Painted Panel

ABS, PVC


